
Wrapped Calla Lily

calla-lily / 1.0.0 / A4 / Template page 1

Print at 100% / Actual size. Do not fit to page. Original paper craft template.

Solid: cut | Dashed: valley | Dash-dot: mountain | Dotted: glue

50 mm calibration

ST | cut 1
35.00 x 100.00 mm

SP | cut 1
86.03 x 94.77 mm

SX | cut 1
35.00 x 62.00 mm

CP | cut 1
17.08 x 17.08 mm



Wrapped Calla Lily

calla-lily / 1.0.0 / A4 / Assembly instructions

Print at 100% / Actual size. Do not fit to page. Original paper craft template.

Finished size: approximately 52 x 56 x 180 mm

Materials: 120-160 gsm ivory paper; 160 gsm green and yellow paper; Scissors; Ruler and blunt scoring tool; PVA glue; Tweezers

Original eight-panel faceted interpretation, not a smooth botanical surface. All triangles preserve their flat edge lengths; no stretching
or extra cuts are required.

Paper thickness is omitted. Tube laps and attachment tabs contact the receiving faces in the zero-thickness model; allow
paper-thickness clearance when gluing.

SP has eight integral 10 mm stem tabs and a 3 mm front closure flap. ST is the structural stem; SX extends 10 mm into ST. No
hidden wire or support is used.

Physical assembly pending. Display in a vase or hold the stem; this flower is not freestanding. Screen review remains separate from
automated checks.

Part inventory (cut each instance once):

ST: Green structural stem

SX: Yellow central spadix

CP: Spadix end cap

SP: Wrapped spathe with eight stem tabs

1. Form the stem [ST]: Print at 100%; check the 50 mm ruler. Cut ST (35 x 100 mm). Score each 4 mm panel boundary. Fold each
dashed line inward through 45 degrees, with printing inside. Glue the final 3 mm flap under the first panel to make an octagonal
tube, 100 mm long and 9.66 mm across flats. Let the seam dry.

2. Form and attach the spadix [SX, ST]: Cut SX (35 x 62 mm), score the 4 mm panels and fold inward through 45 degrees. Wrap it
with a 3 mm glued lap. Before final drying, fit its lower 10 mm inside ST, adjusting only for paper thickness. Glue this 10 mm overlap;
align the eight faces. The yellow top must be 152 mm above the stem bottom. Leave the upper 52 mm yellow.

3. Close the yellow tip [CP, SX]: Cut CP with all eight tapered tabs. Fold the 4 mm tabs down 90 degrees away from the visible
yellow top. Apply glue to their outer faces and tuck them inside the top of SX. The octagonal cap spans 9.66 mm across flats. Hold
with tweezers until set.

4. Shape the wrapped spathe [SP]: Cut SP including its eight tapered throat tabs and the narrow outer-edge flap. Score all marked
lines. With printing inside the cup, fold the long dashed radial lines inward by about 42 degrees from flat. Bring the two short front rim
edges together. Fold the 3 mm flap under the opposite front edge and glue its full length (about 15 mm). Keep the high point at the
back and low lip at the front. Dry before mounting; do not stretch or round the planar panels.

5. Attach flower to its support [SP, ST, SX]: Fold each 10 mm throat tab down and outward through about 22 degrees from its flat
continuation, so it points along the stem. Slide SP over the capped spadix. Seat its 4 mm throat edges exactly at the green/yellow
junction, 100 mm above the stem bottom. Glue each tab flat to the outside of the corresponding green stem face over the band
90-100 mm. Pinch gently and let dry fully. The low front lip is about 125 mm high; yellow tip 152 mm; back point 180 mm. Check all
eight tabs and front seam before displaying.


