Faceted Sitting Fox

fox /1.0.0 / A4/ Template page 1

El|cutl E2|cutl
593x259mm  5.93x2.59 mm
Bl|cutl

46.00 x 50.00 mm
H2 | cutl

/(__ - . __A'\ 55.13 x 44.00 mm

T4 |cutl Cl|cutl
25.24 x 35.39 mm 20.00 x 34.72 mm

N1|cutl
5.93 x 4.67 mm

A

S

B5|cutl
40.00 x 61.90 mm H1|cutl
— 36.00 x 58.00 mm H4 | cut 1
53.82 x 53.25 mm H5 | cutl
/IZ_______A'\ 30.00 x 51.11 mm
| |
| |
| |
| |
| |
| |
| |
| |
| |
| |
| J/
B2 |cutl B4 |cutl B3|cutl
49.09 x 62.23 mm 46.54 x 62.23 mm 42.54 x 61.90 mm

H3|cutl
31.57 x 51.11 mm

Solid: cut | Dashed: valley | Dash-dot: mountain | Dotted: glue

I | 50 mm calibration

Print at 100% / Actual size. Do not fit to page. Original paper craft template.



Faceted Sitting Fox

fox /1.0.0 / A4/ Template page 2

B6 | cut 1
20.00x 16.00 mm Ll]jcutl

16.96 x 13.41 mm

Rl|cutl

16.96x13.41mm 11lcutl

11.54 x 11.43 mm

T9|cutl

22.87 x 27.51 mm L3|cutl

20.14 x 25.56 mm

R3|cutl

20.14x 2556 mm L2jcutl

18.56 x 23.19 mm

R2 | cut1

L4 |cutl
18.56 x 23.19 mm

22.50 x 22.26 mm

R4 |cutl
22.50 x 22.26 mm

T5]|cutl
22.97 x 33.32 mm

T3 |cutl
24.72 x 32.68 mm

T2 |cutl
27.74 x 32.11 mm

T6|cutl
27.08 x 30.53 mm

T7|cutl
25.32 x 30.53 mm T8 |cutl

25.21 x 27.51 mm

Solid: cut | Dashed: valley | Dash-dot: mountain | Dotted: glue

I | 50 mm calibration

Print at 100% / Actual size. Do not fit to page. Original paper craft template.



Faceted Sitting Fox

fox /1.0.0 / A4 / Assembly instructions

Finished size: 101 x 62 x 111 mm

Materials: 180-220 gsm orange, cream and dark paper or color-printed white cardstock; Scissors or craft knife; Ruler and blunt
scoring tool; PVA glue

Original exact planar panel nets with integral 3 mm maximum tabs. Every shell panel is a separately cut physical piece; match the
measured seam instructions.

Print at 100% and verify the 50 mm ruler. Mountain-fold tab roots inward; final dihedral angles are set by matching all neighboring
panel edges, not by bending a panel.

Zero-thickness rigid paper idealization; glue tabs overlap neighboring panels. Chest and facial overlays are actual separate pieces.
Paper thickness, glue thickness and springback are not simulated.

The tail root cap matches the sloping torso face; allow full drying before handling. Physical printing, assembly and stability
verification are pending.

Part inventory (cut each instance once):
B1: B panel 1
B2: B panel 2
B3: B panel 3
B4: B panel 4
B5: B panel 5
B6: B panel 6
H1: H panel 1
H2: H panel 2
H3: H panel 3
H4: H panel 4
H5: H panel 5
L1: L panel 1
L2: L panel 2
L3: L panel 3
L4: L panel 4
R1: R panel 1
R2: R panel 2
R3: R panel 3
R4: R panel 4
T1: T panel 1
T2: T panel 2
T3: T panel 3

T4: T panel 4
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T5: T panel 5

T6: T panel 6

T7: T panel 7

T8: T panel 8

T9: T panel 9

C1: White chest bib
E1: Dark triangular eye
E2: Dark triangular eye
N1: Pointed dark nose

1. Form B shell [B1, B2, B3, B4, B5, B6]: Build the seated torso: B1 is the 44 x 40 mm flat sole; B6 is the 20 x 16 mm neck platform,
58 mm above it. B2 faces forward. The broad closed sole supports the sculpture without a hidden stand. Keep printed/color sides
outside. Each panel is a separate cut piece; score its tab roots. Dry-fit all seams before gluing. Fold tabs inward until flush with the
neighboring panel, then glue beneath that panel. Close the last panel only after the earlier seams set.

2. Join Bl tabs [B1, B2, B3, B4, B5]: Glue the integral tabs under their matching panel edges: 40.0 mm edge to B5 (3.0 mm tab);
44.0 mm edge to B4 (3.0 mm tab); 40.0 mm edge to B3 (3.0 mm tab); 44.0 mm edge to B2 (3.0 mm tab). Match equal-length edges
and shared corners; hold each seam for 30 seconds and allow 5 minutes before loading.

3. Join B2 tabs [B2, B3, B5, B6]: Glue the integral tabs under their matching panel edges: 60.4 mm edge to B3 (3.0 mm tab); 20.0
mm edge to B6 (3.0 mm tab); 60.4 mm edge to B5 (3.0 mm tab). Match equal-length edges and shared corners; hold each seam for
30 seconds and allow 5 minutes before loading.

4. Join B3 tabs [B3, B4, B6]: Glue the integral tabs under their matching panel edges: 60.4 mm edge to B4 (3.0 mm tab); 16.0 mm
edge to B6 (2.7 mm tab). Match equal-length edges and shared corners; hold each seam for 30 seconds and allow 5 minutes before
loading.

5. Join B4 tabs [B4, B5, B6]: Glue the integral tabs under their matching panel edges: 60.4 mm edge to B5 (3.0 mm tab); 20.0 mm
edge to B6 (3.0 mm tab). Match equal-length edges and shared corners; hold each seam for 30 seconds and allow 5 minutes before
loading.

6. Join B5 tabs [B5, B6]: Glue the integral tabs under their matching panel edges: 16.0 mm edge to B6 (2.7 mm tab). Match
equal-length edges and shared corners; hold each seam for 30 seconds and allow 5 minutes before loading.

7. Form H shell [H1, H2, H3, H4, H5]: Build the pointed head: H1 is the 52 x 30 mm rear face; H2 is the horizontal triangular
underside; H4 is the forehead. The nose is 44 mm forward of the rear. Glue the center of H2 to the entire B6 platform: head rear sits
2 mm behind the rear edge of B6 and the nose extends 26 mm beyond its front edge. Keep printed/color sides outside. Each panel
is a separate cut piece; score its tab roots. Dry-fit all seams before gluing. Fold tabs inward until flush with the neighboring panel,
then glue beneath that panel. Close the last panel only after the earlier seams set.

8. Join H1 tabs [H1, H2, H3, H4, H5]: Glue the integral tabs under their matching panel edges: 30.0 mm edge to H5 (3.0 mm tab);
52.0 mm edge to H4 (3.0 mm tab); 30.0 mm edge to H3 (3.0 mm tab); 52.0 mm edge to H2 (3.0 mm tab). Match equal-length edges
and shared corners; hold each seam for 30 seconds and allow 5 minutes before loading.

9. Join H2 tabs [H2, H3, H5]: Glue the integral tabs under their matching panel edges: 51.1 mm edge to H3 (3.0 mm tab); 51.1 mm
edge to H5 (3.0 mm tab). Match equal-length edges and shared corners; hold each seam for 30 seconds and allow 5 minutes before
loading.

10. Join H3 tabs [H3, H4]: Glue the integral tabs under their matching panel edges: 59.3 mm edge to H4 (3.0 mm tab). Match
equal-length edges and shared corners; hold each seam for 30 seconds and allow 5 minutes before loading.

11. Join H4 tabs [H4, H5]: Glue the integral tabs under their matching panel edges: 59.3 mm edge to H5 (3.0 mm tab). Match
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equal-length edges and shared corners; hold each seam for 30 seconds and allow 5 minutes before loading.

12. Form L shell [L1, L2, L3, L4]: Build the left triangular ear tetrahedron. Glue its triangular panel L1 flat on H4. Its 14 mm rear base
edge aligns with the head rear top edge, from 10 to 24 mm from the centerline. Ear tip rises 23 mm above the rear forehead; the
cream face points toward the center/front. Keep printed/color sides outside. Each panel is a separate cut piece; score its tab roots.
Dry-fit all seams before gluing. Fold tabs inward until flush with the neighboring panel, then glue beneath that panel. Close the last
panel only after the earlier seams set.

13. Join L1 tabs [L1, L2, L3, L4]: Glue the integral tabs under their matching panel edges: 15.7 mm edge to L4 (2.6 mm tab); 12.7
mm edge to L3 (2.1 mm tab); 14.0 mm edge to L2 (2.3 mm tab). Match equal-length edges and shared corners; hold each seam for
30 seconds and allow 5 minutes before loading.

14. Join L2 tabs [L2, L3, L4]: Glue the integral tabs under their matching panel edges: 26.1 mm edge to L3 (3.0 mm tab); 23.3 mm
edge to L4 (3.0 mm tab). Match equal-length edges and shared corners; hold each seam for 30 seconds and allow 5 minutes before
loading.

15. Join L3 tabs [L3, L4]: Glue the integral tabs under their matching panel edges: 31.7 mm edge to L4 (3.0 mm tab). Match
equal-length edges and shared corners; hold each seam for 30 seconds and allow 5 minutes before loading.

16. Form R shell [R1, R2, R3, R4]: Build the right triangular ear tetrahedron. Glue its triangular panel R1 flat on H4. Its 14 mm rear
base edge aligns with the head rear top edge, from 10 to 24 mm from the centerline. Ear tip rises 23 mm above the rear forehead;
the cream face points toward the center/front. Keep printed/color sides outside. Each panel is a separate cut piece; score its tab
roots. Dry-fit all seams before gluing. Fold tabs inward until flush with the neighboring panel, then glue beneath that panel. Close the
last panel only after the earlier seams set.

17. Join R1 tabs [R1, R2, R3, R4]: Glue the integral tabs under their matching panel edges: 15.7 mm edge to R4 (2.6 mm tab); 12.7
mm edge to R3 (2.1 mm tab); 14.0 mm edge to R2 (2.3 mm tab). Match equal-length edges and shared corners; hold each seam for
30 seconds and allow 5 minutes before loading.

18. Join R2 tabs [R2, R3, R4]: Glue the integral tabs under their matching panel edges: 26.1 mm edge to R3 (3.0 mm tab); 23.3 mm
edge to R4 (3.0 mm tab). Match equal-length edges and shared corners; hold each seam for 30 seconds and allow 5 minutes before
loading.

19. Join R3 tabs [R3, R4]: Glue the integral tabs under their matching panel edges: 31.7 mm edge to R4 (3.0 mm tab). Match
equal-length edges and shared corners; hold each seam for 30 seconds and allow 5 minutes before loading.

20. Form T shell [T1, T2, T3, T4, T5, T6, T7, T8, T9]: Build the fluffy diamond-section tail, about 57 mm long: the orange root is 12
mm across and expands to a 32 mm diamond; four cream panels form the final pointed section. T1 is the slanted root cap, matching
the torso slope. Glue all of T1 against the right torso B3: its bottom and top corners are 12 and 24 mm above the sole, and its center
is 8 mm behind the torso centerline. The broad tail section extends right, with its lowest corner 2 mm above the table. Hold until fully
dry; the torso sole is the primary support. Keep printed/color sides outside. Each panel is a separate cut piece; score its tab roots.
Dry-fit all seams before gluing. Fold tabs inward until flush with the neighboring panel, then glue beneath that panel. Close the last
panel only after the earlier seams set.

21. Join Tl tabs [T1, T2, T3, T4, T5]: Glue the integral tabs under their matching panel edges: 8.6 mm edge to T5 (1.4 mm tab); 8.6
mm edge to T4 (1.4 mm tab); 8.6 mm edge to T3 (1.4 mm tab); 8.6 mm edge to T2 (1.4 mm tab). Match equal-length edges and
shared corners; hold each seam for 30 seconds and allow 5 minutes before loading.

22. Join T2 tabs [T2, T3, T5, T6]: Glue the integral tabs under their matching panel edges: 29.7 mm edge to T3 (3.0 mm tab); 22.9
mm edge to T6 (3.0 mm tab); 30.3 mm edge to T5 (3.0 mm tab). Match equal-length edges and shared corners; hold each seam for
30 seconds and allow 5 minutes before loading.

23. Join T3 tabs [T3, T4, T7]: Glue the integral tabs under their matching panel edges: 32.9 mm edge to T4 (3.0 mm tab); 22.9 mm
edge to T7 (3.0 mm tab). Match equal-length edges and shared corners; hold each seam for 30 seconds and allow 5 minutes before
loading.

24. Join T4 tabs [T4, T5, T8]: Glue the integral tabs under their matching panel edges: 33.6 mm edge to T5 (3.0 mm tab); 22.9 mm
edge to T8 (3.0 mm tab). Match equal-length edges and shared corners; hold each seam for 30 seconds and allow 5 minutes before
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loading.

25. Join T5 tabs [T5, T9]: Glue the integral tabs under their matching panel edges: 22.9 mm edge to T9 (3.0 mm tab). Match
equal-length edges and shared corners; hold each seam for 30 seconds and allow 5 minutes before loading.

26. Join T6 tabs [T6, T7, T9]: Glue the integral tabs under their matching panel edges: 34.3 mm edge to T7 (3.0 mm tab); 31.4 mm
edge to T9 (3.0 mm tab). Match equal-length edges and shared corners; hold each seam for 30 seconds and allow 5 minutes before
loading.

27. Join T7 tabs [T7, T8]: Glue the integral tabs under their matching panel edges: 31.4 mm edge to T8 (3.0 mm tab). Match
equal-length edges and shared corners; hold each seam for 30 seconds and allow 5 minutes before loading.

28. Join T8 tabs [T8, T9]: Glue the integral tabs under their matching panel edges: 28.6 mm edge to T9 (3.0 mm tab). Match
equal-length edges and shared corners; hold each seam for 30 seconds and allow 5 minutes before loading.

29. Apply the white chest [C1]: Glue C1 flat to B2, centered left-right. The 16 mm top edge is 6 mm below the neck platform; the
bottom point is 18 mm above the sole. This is a separate cream paper piece, not a printed patch.

30. Finish the face [E1, E2, N1]: Glue E1 and E2 to the left and right cheek triangles H5 and H3. Each eye upper rear corner is 27%
of the way from the rear vertical edge toward the nose and 53% up the 30 mm rear height. Orient the short triangular point toward
the muzzle. Glue N1 to H4 with its point exactly at the nose and its 5.2 mm rear edge 4.4 mm back. Use a thin glue film.

31. Set the sitting pose [B1, H2, T1]: Rest B1 on a level surface. Keep the neck platform level and the tail pointing right, not
downward. Let all joins dry for at least 20 minutes. Finished envelope is 101 mm wide, 62 mm deep and 111 mm high. Physical
stability and assembly remain pending a real print-and-build trial.
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